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"I HEREBY CERTIFY THESE PLANS HAVE BEEN PREPARED UNDER MY ANDERSON, ECKSTEIN AND
DIRECT SUPERVISION IN ACCORDANCE WITH ACT 240, PUBLIC ACTS
OF 1937 AS AMENDED- STATE OF MICHIGAN." WESTRICK9 INC
CIVIL ENGINEERS SURVEYORS ARCHITECTS 1
SCOTT P. KELLEY, RA 1301046326 DATE




2021 MICHIGAN BUILDING CODE T\
AB B R EV I ATI O N S G E N E RAL N OT E S ROO M F I N I S H E S ALL ITEMS REFERENCE 2021 MICHIGAN BUILDING CODE UNLESS NOTED OTHERWISE ‘ ‘
USE GROUP (SECTION 302)
NOTE: NOT ALL ABBREVIATIONS USED. uouTLTY
ABBREVIATIONS INCLUDE BUT NOT LIMITED TO THIS LIST. MECH RM 102 stAALILESDAilODNCCIéIE:_I\?(SSR’ EPOXY PAINTED CMU ANDERSON’ ECKSTEIN AND
AEF ABOVE FINISH FLOOR LR L EFT HAND REVERSE 1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL EXISTING (UNDERGROUND/OVERHEAD) TYPE OF CONSTRUCTION (SECTION 0 WESTRICK, INC.
. UTILITIES IN THE AREA OF NEW CONSTRUCTION. COORDINATE RELOCATION OF THOSE UTILITIES THAT ARE -B, NON-
ACCOM  ACCOMMODATE MFR MANUFACTURER AFFECTED BY THE NEW CONSTRUCTION. CONC. FLOOR SEALED, EPOXY PAINTED CMU CIVIL ENGINEERS SURVEYORS ARCHITECTS
AGP " AGOUSTICAL PANEL MECH.  MECHANICAL TOILET 100, 101 WALLS AND CEILINGS, RM SIGNS ALonAeLE AREA T
ACOUS  ACOUSTICAL MC MECHANICAL CONTRACT (OR) 2. ALL CONTRACTORS SHALL COORDINATE THE LOCATION OF DUCTS, PIPING, BOXES, CHASES, CONDUITS, ETC... ’ ALLOWAzEE AREﬁ ;E:E 5062) a0 S
AD ACCESS DOOR M.P.E. MECHANICAL, PLUMBING, ELECTRICAL WITH MECHANICAL, ELECTRICAL AND ALL OTHER TRADES. : *
ALT ALTERNATE MET METAL * VERIFY AND/OR COORDINATE ALL FINISH COLORS WITH OWNER
ALUM. ALUMINUM MIN MINIMUM 3. SEAL/MORTAR ALL OPENINGS AROUND PIPES, CONDUITS, ECT.... WHICH PASS THROUGH FLOORS AND WALLS, PROPOSED AREA
ARCH ARCHITECT MISC. MISCELLANEOUS RATED IF REQD. v uTTy 3285 SF.
@ AT N/A NOT APPLICABLE
BRG BEARING NIC NOT IN CONTRACT on SEE " BUILDING HEIGHT (SECTION 503)
B PL BEARING PLATE NTS NOT TO SCALE 4. CAULK ALL JOINTS BETWEEN DOOR FRAMES, WINDOW FRAMES, MASONRY WALLS AND DISSIMILAR MATERIALS. W PULDING HEIOHT SECTON S0 | covsons ENGINEERING STRONG COMMUNITIES
BIT BITUMINOUS NRC NOISE REDUCTION COEFFICIENT . R — 761 4 STORY
BLK BLOCK NOOR# NUMBER 5. PROVIDE ALL NECESSARY BLOCKING AS REQUIRED TO SUPPORT LIGHTING, SIGNS, BRACKETS, ETC.... 5 S ———
BRD BOARD OC ON CENTER $ PROPOSED BUILDING HEIGHT
BOTT BOTTOM OPP. OPPOSITE 6. ALL DIMENSIONS ARE FROM FACE OF STUD TO FACE OF STUD OR FACE OF BLOCK TO FACE OF BLOCK. e '
BRKT BRACKET oD OUTSIDE DIAMETER v Uty 2 STORY (55)
BLDG BUILDINGS OH OVERHEAD 7. ALL ITEMS NOTED "BY OWNER" OR "N.I.C." ARE NOT IN CONTRACT.
CAB CAB|NET pLAS pLAST|C OCCUPANT LOAD (TABLE 1004.1.2)
8IEG' 83\']-#';% LINE EII:YWD EII:¢JVEOOD 8. CONTRACTOR SHALL CHECK AND VERIFY ALL EXISTING AND PROPOSED DIMENSIONS ON THE JOB. REPORT i v umy 2
CIRC CIRCULATION PO POLYETHYLENE ALL DEVIATIONS FROM DRAWINGS PRIOR TO START OF CONSTRUCTION. 8 REQUIRED PLUMBING FIXTURES (MICHIGAN PLUBMING CODE TABLE 403.1)
CLO CLOSET PSI POUNDS PER SQ. INCH L v UTILITY 1PER 25 = 1 MEN
GoL COLUMN PSF POUNDS PER SQ. FOOT 9. ALL CONTRACTORS SHALL CONSTRUCT THIS PROJECT IN ACCORDANCE WITH ALL STATE, FEDERAL AND LOCAL i e
COMP COMPUTER PVC POLYVINYL CHLORIDE CODES.
CONC. CONCRETE RWC RAIN WATER CONDUCTOR
CMU CONCRETE MASONRY UNIT RECPT RECEPTION 10. CONTRACTOR SHALL REPAIR ANY DAMAGES OR DISTURBANCES TO THE SITE AND PROVIDE ALL MATERIALS MMBRR OF EXITS [TABLE 10082 1)
CONF. CONFERENCE REC RECESSED FOR TEMP. ACCESS. u uTiLITY = 1 REQUIRED
CONST CONSTRUCTION REF. REFLECTED
88CN)TRD 883;'&%%’2 EE";ZR EE:“EgEgmg BARS 11. ALL MATERIALS USED ARE REQUIRED TO BE OF GOOD QUALITY AND MEET OR EXCEED ALL APPLICABLE ) FIRE RESS'?;;’L\]';‘;E::LT:‘R‘ZSEQ;"RE'MTS FOR BUILDING ELEMENTS (TABLE 601)
CR COAT RACK REP REPRESENTATIVE INDUSTRY STANDARDS. ALFLRISASA(ERS ALII_DgggRS BEARING WALLS
CRS COURSES REQ REQUIRED EXTEROR -0
12. ALL WORK IS TO BE DONE WITH THE APPROPRIATE TOOLS AND MATERIALS. THE ARCHITECT HAS THE RIGHT
DEMO DEMOLISH, DEMOLITION RF ROOF FAN INTERIOR o
DIA DIAMETER RFM RECESSED FLOOR MAT TO REJECT ANY WORK NOT DONE APPROPRIATELY. NONBEARING WALLS (EXTERIORINTERIOR) -0
DIM DIMENSION RH RIGHT HAND
DIV DIVISION RHR RIGHT HAND REVERSE 13. REMOVE ALL TRASH AND DEBRIS FROM THE SITE. WASH ALL SURFACES, DUST AND SWEEP TO REMOVE ALL DOO R AN D F RAM E E L EVATI O N S FLOOR CONSTRUCTION - 0
DR DOOR ROW RIGHT OF WAY DIRT. REMOVE ALL TEMPORARY LABELS. ROOF CONSTRUCTION -0 e ——
DN DOWN RD ROOF DRAIN
DS DOWN SPOUT RM ROOM 14. CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS AND INSPECTIONS DEAD-END CORRIDORS (SECTION 1020.4) - NONE, MAXIMUM LENGTH (20-0") PERMITTED
ELEC. ELECTRICAL RO ROUGH OPENING
EWC ELECTRICAL WATER COOLER SCHED.  SCHEDULE 15. CONTRACTOR SHALL PROVIDE ALL REQUIRED INSURANCE, BONDS INCLUDING BID, PAYMENT, PERFORMANCE . EXIT WIDTH (TABLE 10202)
EC ELECTRICAL CONTRACTOR SIM. SIMILAR AND 2 YEAR WARRANTY BOND. (SEE SPEC. FOR MORE INFO 4 MINIMUM 36", 72" PROVIDED
ELEV. ELEVATION, ELEVATOR SPEC SPECIFICATION - : )
ENG ENGINEER SPKLR SPRINKLER
EQ EQUAL ss STAINLESS STEEL 16. ALL ELECTRICAL WIRING SHALL BE INSTALLED CONDUIT. CONCEAL IN WALLS. MAX. - COMNON PATH OF EGRESS (TABLE 1006.2.1)
EXIST. EXISTING STD STANDARD MAXIMUM 100", 8 PROVIDED
EXP EXPANSION, EXPOSED STL STEEL 17. PITCH ALL GRADES AND EXTERIOR SLABS AWAY FROM BUILDING TOWARDS DRAINAGE. R
EJ EXPANSION JOINT STLJST  STEEL JOIST N EXIST TRAVEL DISTANCE (TABLE 1017.2)
EXT EXTERIOR STL STD STEEL STUD  — MAXIMUM 300", 8' PROVIDED
EF EXHAUST FAN STOR STORAGE . .
FWC FABRIC WALL COVERING STRUCT. STRUCTURE TYP. ALUM. FRAME JASON ARLOW OF AEW WILL BE THE RESPONSIBLE DESIGN PROFESSIONAL IN CHARGE.
F.V. FIELD VERIFY STRSTL  STRUCTURAL STEEL
F.R.P. FIBERGLASS REINFORCED SUSP. SUSPENDED :
STANDARD FRAME PROFILES T
FIN FINISH TEL TELEPHONE
FF FINISHED FLOOR TEMP. TEMPERED 2021 MICHIGAN PLUMBING CODE
FE FIRE EXTINGUISHER T TEMPERED GLAZED 2021 NATIONAL ELECTRIC CODE
FEC FIRE EXTINGUISHER CABINET T&G TONGUE AND GROOVE ASHRAE 90.12013
FLR FLOOR TOC TOP OF CURB THE AMERICANS WITH DISABILITIES ACT (ADA)
FD FLOOR DRAIN TOF TOP OF FOOTER
FTG FOOTING TH THRESHOLD
GA GAGE, GAUGE TOW TOP OF WALL NOTE: INTERRUPT WIRE SEALANT W/BACK.UP
GALV GALVANIZED TOM TOP OF MASONRY REINFORCING AT JOINT - D O O R S C H E D U L E
GC GENERAL CONTRACTOR TYP. TYPICAL
GWB GYPSUM DRYWALL (WALLBOARD) UNO UNLESS NOTED OTHERWISE COMPRESSIBLE FILLER GROUT CORES SOLID DE S | G N C RITERIA
GWB-X GWB TYPE-X (FIRE RESISTIVE UR URINAL v -
CLASSIFICATION) VB VAPOR BARRIER 0|z DOOR REMARKS
HVAC HEATING, VENTILATION, VIF VERIFY IN FIELD BLOCK—__ E 3 CODES:
- ﬁ'l‘z'%f_"'f CONDITIONING %FT{T ¥FNF§(1I-_|CC%MPOSITE TILE < |u No. |LOCATION SIZE WxHXTHK. HARDWARE MICHIGAN BUILDING CODE 2021 (IBC) 06/10/2026 81D ISSUE
' ; 2] 2021 MICHIGAN ENERGY CODE
: C';/IR nglﬁlfgc\),\l/\lll\'ﬂfl:r AL STEEL ¥wg ¥m¥t watt gg%/IIEERING 100 | RESTROOM 3-0"x 7-2"x 1 3/4" 1 PRE-FINISHED FRP DOOR AND ALUM. FRAME, SEE SPEC. FOR HARDWARE 2021 MICHIGAN ELECTRICAL CODE (2017 NEC W/PART 8 RULES 03/23/2026 OWNER REVIEW
ID INSIDE DIAMETER WAIT WAITING SEALANT W/BACK-UP _/ 0" x 7'0" " ]
INS INCHES WC WATER CLOSET (FLUSH VALVE ADA) 101 RESTROOM 3-0"x7'-2"x13/4 1 PRE-FINISHED FRP DOOR AND ALUM. FRAME, SEE SPEC. FOR HARDWARE DATE SUBMITTALS/REVISIONS
JT JOINT WT WEIGHT P .
JST JOIST WWF WELDED WIRE FABRIC EXTERIOR CONTROL JOINT (C.J.) 102 MECH RM 3-0"x 7-2"x 13/4 2 PRE-FINISHED FRP DOOR AND ALUM. FRAME, SEE SPEC. FOR HARDWARE PROJECT NAME:
KSF KIPS PER SQUARE FOOT w/ WITH
LAM. LAMINATE W/0 WITH OUT
LINFT LINEAR FOOT WD. WOOD
LLV LONG LEG VERTICAL ' FOOT, FEET SEE ST C L Al R TR Al L H U B
LAV LAVATORY (ADA) # INCH, INCHES BLAN .
LH LEFT HAND POUNDS
VARIES PALMER PARK
/]
SEE PLAN —
NOTE: INTERRUPT WIRE /\gg ‘ =4 —— SPLIT FACE MASONRY
REINFORCING AT JOINT 4 — - SEE ELEVATIONS
H=H AIR GAP :
SYM BO L KEY BLOCK GROUT CORES SOLID = | RIGID INSUL. SHEET TITLE:
SEALANT W/BACK-UP SEALANT W/BACK-UP =
— - CMU WALL
m -~ LocATON & ook s - v L~ (SEE STRUCTURAL)
XXX Wz
XXX — WINDOW MARK COMPRESSIBLE x|z WOOD BLOCKING AS G E N E RAL P ROJ ECT
A FILLER < |w Lx_ij’\ REQUIRED
SHEET NUMBER o @ ———— 2" ALUM FRAME JAMB I N FORMATION
&— CAULK & SHIM AS
16 GA. x 12" LONG REQUIRED
WALL MARK STRAP ANCHOR (20" '\/\\ DOOR (SEE
0.C. VERTICALLY) SCHED.)
@ CONTROL JOINT AT INTERSECTING WALL
DOOR MARK 114" .
DETAIL / ENLARGED PLAN C CO O O S JAMB DETA|L CLIENT: ST CLAR
INNNRNRRRNRRRNRRnnnnnnnn| J INT DETAIL
SCALE: N.T.S.
STUD WALL PROVIDE CONTROL JOINTS IN ACCORDANCE W/ (NCMA) TEK 10-2B
/— LOCATION SEE . PRELIMINARY |:| CONSTRUCTION |:| RECORD
\ PLAN
72 DRAWN BY: CHECKED BY: DATE:
S~ SHEET NUMBER STUD PARTITION ’| PR SPK RA JUNE 2026
\A 6" 3-0" SCALE:
BUILDING SECTION C | ELESSYSTEM 42" 12
MASONRY WALL ; ] 30y |
, , 5 ] VERT. GRAB BAR ¢ 26" |
_——LOCATION CMU BOND BEAM AN 8 HOR. GRAB BAR TOILET PAPER HOR. GRAB BAR
XXX BRICK VENEER - (S8EE STRUCTURAL) — | —|T— | 20" :
X %%NAB%F;I NAPKIN DISPENSER K hat's bel Call
— | — THRU-WALL . now what's DEIOW.
U\ SHEET NUMBER FLASHING 3 o l//— BISPORAL TN 72h bef di
EXISTING WALL - (C )" 4 ours before you dig.
sectoncut T T~ ¥ . . R
C=—=——=——=——=— 3 | 2" ALUM FRAME HEAD - e TOILET PAPER DISPENSER ol |8 .
DEMOLITION CAULK & SHIM AS X j 213D 5 %
REQUIRED VERT. GRAB BAR o o K o
} ~ wceC UTILITY INFORMATION, AS SHOWN, INDICATES APPROXIMATE
DOOR (SEE SCHED.) S ( LOCATIONS AND TYPES OF EXISTING FACILITIES ONLY, AS
A L L DISCLOSED BY RECORDS PROVIDED TO THIS FIRM FROM THE
VARIOUS UTILITY COMPANIES. NO GUARANTEE IS GIVEN OR
IMPLIED AS TO THE COMPLETENESS OR ACCURACY THEREOF.
ELEVATION MARK FIXTURE MOUNTING LOCATION
H E AD D ET AI L PRIOR TO CONSTRUCTION, ALL LOCATIONS AND DEPTHS OF
INTERIOR / EXTERIOR ELEVATION NOT TO SCALE (BARRIER FREE TOILET) EXISTING OVERHEAD AND UNDERGROUND UTILITIES (IN
CONFLICT WITH THE CONSTRUCTION OF THESE PROPOSED
SCALE: N.T.S. IMPROVEMENTS) SHALL BE VERIFIED IN THE FIELD.
——— —— DURING THE CONSTRUCTION, THE CONTRACTOR SHALL
PROTECT AND SUPPORT ALL UTILITIES THAT ARE
/\ NEW DOOR ENCOUNTERED. (ALL COSTS FOR UTILITY LOCATION
MIRROR VERIFICATION, SUPPORT AND PROTECTION SHALL BE
PAPER TOWEL BABY CHANGING STATION ADA SHELF INCLUDED IN THE PROPOSED PAY ITEM CONFLICTING WITH
TOILET PARTITION HAND DRYER DISPENSER LAVATORY THAT UTILITY)
NORTH PUSH BUTTON (LAV) UTILITY HOOK :
EXISTING DOOR HOR. GRAB BAR PR e e DURING CONSTRUCTION, THE CONTRACTOR SHALL USE
NORTH ARROW VERT. GRABBAR DISPENSER BOTT. OF N EXTREME CAUTION WHEN OPERATING NEAR ANY AND ALL
N ﬂ N ' N MIRROR N Nl OVERHEAD AND / OR BURIED UTILITIES.
o o |:| HOR. GRAB BAR ;ﬁ o) @ / Av PRC)JECTNO—
| .
XXXX ROOM NAME w TOILET PAPER o o /b7
-~ 1 HR. RATED WALL > - DISPENSER =] e % . |8 0186-0282
XXXX ROOM NUMBER z 5 o — z 2 % x| 3 % 2| £ 5
oox = = o S = 3 < 2| : o |
w <t fo =O E’: =C> _ ™ w = = = = 0 M:\0186\0186-0282\CAD\DRAWINGS\CONSTRUCTION\ARCH\ARCHSHEETS_IRRIGATION EQUIPMENT.DWG
w & | < | < 7o) ~| @ w =4 = =) 5 SEEN A011--6/19/2026 1:41:18 PM
ROOM LABEL 2 LA WC/ i | & » S| T S
FLUSH VALVE —] - SHEET NO.
N N N N
WATER BOTTLE FILLER WATER FOUNTAIN TOP SEAT - ACCESSIBILITY SIGN A 1 1
AT TOILET DOOR
FIXTURE MOUNTING HEIGHTS
NOT TO SCALE (BARRIER FREE)
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GENERAL TRADES SPECIFICATIONS

DIVISION 1 - GENERAL REQUIREMENTS DOOR FINISH HARDWARE SCHEDULE
1. ALL WORK SHALL COMPLY WITH STATE AND LOCAL BUILDING CODES AS THEY APPLY. GENERAL NOTES:
2. THE ENTRANCE TO THE BUILDING SHALL BE ACCESSIBLE TO THE PHYSICALLY HANDICAPPED AND MEET ALL 1. CONTRACTOR SHALL VERIFY ALL EXISTING FIELD CONDITIONS AND NOTIFY ARCHITECT IMMEDIATELY IF THAT

REQUIREMENTS OF 2010 A.D.A. & MICHIGAN BARRIER FREE DESIGN CODE.

WHICH EXISTS DIFFERS FROM THAT WHICH IS SHOWN ON DRAWINGS.

ALL WORK TO COMPLY WITH CURRENT FEDERAL, STATE AND LOCAL CODES, LAWS AND ORDINANCES.

THE REQUIREMENTS OF ICC/ANSI A117.1 AND THE AMERICANS WITH DISABILITIES ACT (ADA) ARE TO BE FULLY
SATISFIED. ALL WORK SHALL MEET THE MOST STRINGENT REQUIREMENTS OF BOTH INCLUDING, BUT NOT
LIMITED TO CLEARANCES, LIMITATIONS, ACCESSORIES, ETC.

THESE DRAWINGS ARE PREPARED IN ACCORDANCE WITH THE LIMITED SERVICES FOR WHICH THE ARCHITECT
WAS CONTRACTED. THE ARCHITECT MAKES NO REPRESENTATION THAT THE INTERPRETATION OF THESE
DOCUMENTS WILL RESULT IN COMPLETE COMPLIANCE WITH THE ADA.

ALL DOORS REQUIRED TO BE LABELED SHALL BE SET IN LABELED FRAMES AND IDENTIFIED WITH UL LABEL AND
BE PROVIDED WITH APPROVED SELF-CLOSING DEVICES AND POSITIVE LATCHING HARDWARE.

ALL DESIGNATED EXIT DOORS SHALL BE EQUIPPED WITH THE REQUIRED EGRESS HARDWARE.

FURNISH HARDWARE AS SCHEDULED WITHOUT SUBSTITUTION, NO ALTERNATES WILL BE APPROVED.
FURNISH A KEYED CYLINDER AND TWO CUT KEYS FOR EACH LOCKING DEVICE SPECIFIED; KEYED TO THE
OWNERS' MASTER KEY SYSTEM. INCLUDE KEY CONFERENCE AND KEY SYSTEM SCHEDULE.

FURNISH AND PROVIDE ALL NECESSARY REINFORCEMENTS, BRACKETS, FASTENERS, SPACERS AND FILLERS
TO PROVIDE A COMPLETE FUNCTIONING OPENING.

PROVIDE COMPLETE SHOP DRAWINGS, SUBMITTALS AND CUT SHEETS COMPLYING WITH DHI PRESCRIBED
METHODS AND VERTICAL FORMAT DOUBLE SPACED HARDWARE SCHEDULE.

2,
3. ALL PROVISIONS OF "DIVISION 0" BIDDING REQUIREMENTS, CONTRACTS, FORMS AND CONDITIONS OF CONTRACT
AND "DIVISION 1" - GENERAL REQUIREMENTS, FORM A PART OF EACH DIVISION GIVEN ON THIS DRAWING SHEET. ,
4. THE CONTRACTOR SHALL PROVIDE A MIN. 2 YEAR WARRANTY AND GUARANTEE BOND ON ALL WORK. ,
5. THE CONTRACTOR SHALL PROVIDE (3) COPIES OF COMPLETE SET OF AS-BUILT PLANS AND CLOSE OUT, 3
MAINTENANCE AND USER MANUALS. 6.
7
DIVISION 2 - SITE WORK 8.
1. FOUNDATIONS SHALL BE PLACED ON COMPACTED SOIL FREE OF VEGETATION AND ORGANIC MATERIAL WITH 9.
A MINIMUM ALLOWABLE BEARING CAPACITY OF 2500 PSF. DEPTHS SHOWN ON THE DRAWINGS ARE MINIMUM
FOR FROST PROTECTION AND SHALL BE INCREASED IF NECESSARY FOR ADEQUATE SOIL BEARING CAPACITY. 10.
CONTRACTOR SHALL HIRE A LICENSED GEOTECHNICAL ENGINEER TO VERIFY MIN. SOIL BEARING CAPACITY.
2. EXCAVATE TO TOP OF FOOTINGS AS SHOWN ON FOUNDATION PLAN OPE
DRAWING. HAR
3. BACK FILL UNDER BUILDING WITH SELECTED SAND, COMPACTED IN 6" 3EA
LAYERS TO DENSITY OF 95% AASHO T-180. COMPACTION TESTS 1EA.
REQUIRED BY AN APPROVED LABORATORY - INCLUDE COST FOR (20) 1EA.
TESTS IN BID PRICE. PLACE FOOTINGS ON UNDISTURBED SOIL. 1EA.
1EA.
1EA.
DIVISION 3 - CONCRETE 1SE
1. SEE SHEET S101
OPE
HAR
DIVISION 4 - MASONRY
3EA.
1. SEE SHEET S101 1EA.
1EA.
2. EXTERIOR BRICK 1EA
A. GLEN-GERY OLD SALEM MARQUETTE OR TUDOR WILLIAMSBURG 1EA.
1EA.
DIVISION 5 - METALS 1SE
NOT USED
DIVISION 6 - CARPENTRY DIVISIO

HARDWARE SETS:

NINGS 100 & 101

DWARE SET 1 - PRIVACY SET W/ INDICATOR [LOCK / UNLOCK] + CLOSER
BUTT HINGE BB51 4 2" X 4 V2" NRP 32D PBB
PRIVACY SET MR 236 BJSJ 32D PDQ
MORTISE CYLINDER -MATCH EXISTING 26D -
CLOSER 7101 BC SCS STOP X DPPA-BS-NFB 689 PDQ
THRESHOLD S205A AL REESE
SWEEP 354C -MOUNT PULL SIDE AL REESE

T WEATHERSTRIP BY DOOR AND FRAME SUPPLIER AL DFS

NING 102

DWARE SET 2 - STOREROOM LOCKSET [ALWAYS LOCKED] + CLOSER
BUTT HINGE BB51 4 2" X 4 ¥2” NRP 32D PBB
STOREROOM LOCKSET MR 141 BJSJ 32D PDQ
MORTISE CYLINDER -MATCH EXISTING 26D -

. CLOSER 7101 BC SCS STOP X DPPA-BS-NFB 689 PDQ
THRESHOLD S205A AL REESE
SWEEP 354C -MOUNT PULL SIDE AL REESE

T WEATHERSTRIP BY DOOR AND FRAME SUPPLIER AL DFS

N 9 - FINISHES

1. SEE SHEET S101

DIVISION 7 - THERMO AND MOISTURE PROTECTION

1. REFER TO PLAN NOTES, DETAILS AND ELEVATIONS ON DRAWINGS.

2. FINISH ROOF MATERIAL:

A 1.  GAF TIMBERLINE NS
2. COLOR:
a. WEATHERED WOOD DIVISI

PAINT FINISHES SHALL BE APPLIED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS. APPROVED MANUFACTURER'S:
SHERWIN WILLIAMS

BENJAMIN MOORE, OR EQUAL.

INSTALL PER ALL MANUFACTURER RECOMMENDATIONS AND INSTRUCTIONS.

ON 10 - SPECIALTIES

3. APPLY OVER 15 LB. ASPHALT FELT. OVER BITUTHENE "ICE DAM" MEMBRANE.

4. CAULK DOOR AND WINDOW FRAMES AT WALLS. CAULK COMPOUND
SHALL BE AN ELASTIC, WATERPROOF ADHESIVE FROM AN APPROVED MANU-
FACTURER. COLOR SELECTION BY ARCHITECT. 3.

5. INSULATION:
A.  PERIMETER FOUNDATION INSULATION: 2" EXPANDED POLYSTYRENE OR
APPROVED EQUAL INSTALLED BY FOUNDATION CONTRACTOR.

B.  ATTIC INSULATION: 12" R38 FIBERGLASS BATT BY OWENS CORNING
OR EQUAL. 4.

FLASHING AND SHEET METAL

6. CONFORM TO PROFILES AND SIZES SHOWN, AND COMPLY WITH "ARCHITECTURAL SHEET METAL MANUAL": BY
SMACNA, FOR EACH GENERAL CATEGORY OF WORK REQUIRED.

7. KYNAR 500 - ZINC COATED STEEL SHEET: 22 GAGE HOT-DIP GALVANIZED, MILL PHOSPHATIZED WITH A KYNAR 500
FINISH.

8. ALUMINUM SHEET: ASTM B 209, ALLOY 3003,H14; 0.032" (20 GAGE); C22A41 CLEAR ANODIZED FINISH.

9. PROVIDE FOR THERMAL EXPANSION OF RUNNING SHEET METAL WORK, BY OVERLAPS OR EXPANSION JOINTS IN
FABRICATED WORK. WHERE REQUIRED FOR WATER-TIGHT CONSTRUCTION, PROVIDE HOOKED FLANGES FILLED
WITH POLYISOBUTYLENE MASTIC FOR 1" EMBEDMENT OF FLANGES. SPACE JOINTS AT INTERVALS OF NOT MORE
THAN 50' FOR STEEL, 40' FOR COPPER OR STAINLESS STEEL, OR 30' FOR ZINC ALLOY OR ALUMINUM. CONCEAL
EXPANSION PROVISIONS WHERE POSSIBLE.

10. FABRICATE SHEET METAL WITH FLAT-LOCK SEAMS; SOLDER WITH TYPE SOLDER AND FLUX RECOMMENDED BY
MANUFACTURER, EXCEPT SEAL ALUMINUM SEAMS WITH EPOXY METAL SEAM CEMENT AND, WHERE REQUIRED FOR
STRENGTH, RIVET SEAMS AND JOINTS.

11. COAT BACK-SIDE OF FABRICATED SHEET METAL WITH 15-MIL SULFUR-FREE BITUMINOUS COATING, FS TT-C-494 OR
SSPC-PAINT 12, WHERE REQUIRED TO SEPARATE METALS FROM CORROSIVE SUBSTRATES INCLUDING
CEMENTITIOUS MATERIALS, WOOD OR OTHER ABSORBENT MATERIALS; OR PROVIDE OTHER

12.  EIFS
A.  EXTERIOR INSULATION AND FINISH SYSTEM
A. STO CORP OR EQUAL
B. STO POWERFLIX, TEXTURE "SWIRL"

B. STO CAST WOOD

INSTALL PER ALL MANUFACTURER RECOMMENDATIONS AND INSTRUCTIONS.

DIVISION 8 - DOORS & WINDOWS

1. EXTERIOR FRP DOOR: SERIES SL-17, W/ SL-260 FRAME BY SPECIAL LITE (OR EQUAL) WITH PEBBLE GRAIN TEXTURED
PANEL.
2. ACCEPTABLE MANUFACTURERS (OR EQUAL):
1.  EXTRUDART DOOR
2. SPECIAL-LITE, INC.
3. COMMERCIAL DOOR SYSTEMS.
COLOR: DARK BRONZE

COORDINATE DOORS WITH FINISHED HARDWARE SCHEDULE.

ALL LOCKS SHALL BE MASTER KEYED AND KEYED ALIKE, AS DIRECTED BY OWNER AND ARCHITECT. COORDINATE
WITH EXISTING KEY SYSTEM.

TOILET AND BATH ACCESSORIES: SEE SHEET A101 AND M101

FIRE EXTINGUISHER: PROVIDE ONE TYPE ABC, 10LBS PORTABLE FIRE EXTINGUISHER, MODEL #3010 BY
POTTER-ROEMER (OR EQUAL) INCLUDE WALL MOUNTING ACCESSORY.

SIGNAGE: PROVIDE 1 DIE-RAISED ALUMINUM SIGNS BY SUPERSINE COMPANY (OR EQUAL). SIGNS SHALL BE
MECHANICALLY FABRICATED WITH SMOOTHLY FINISHED SQUARE CUT EDGES. INSTALL SIGN IN MASONRY WITH
NONREMOVABLE OVAL HEAD SCREWS. SIGNS SHALL DEPICT THE INTERNATIONAL MEN/WOMEN SYMBOL ALONG
WITH THE WORDS "MEN" OR "WOMEN" INDICATED ON THE SIGN AT EACH TOILET ROOM.

BRONZE COMMEMORATIVE PROJECT PLAQUE. PLAQUE SHALL BE STANDARD 16"x24” WITH BRONZE
OXIDIZED BACKGROUND WITH PEBBLE FINISH DOUBLE LINE SATIN FLAT BAND BOARDER, FINAL TEXT TO
BE DETERMINED.

APPROVED MANUFACTURE AS FOLLOWS (OR APPROVED EQUAL):

ANDCO INDUSTRIES CORP.

J

ANDERSON, ECKSTEIN AND
WESTRICK, INC.

CIVIL ENGINEERS SURVEYORS ARCHITECTS

ENGINEERING STRONG COMMUNITIES

03/23/2026 OWNER REVIEW
DATE SUBMITTALS/REVISIONS
PROJECT NAME:

ST. CLAIR TRAIL HUB
PALMER PARK

SHEET TITLE:

SPECIFICATION

CLIENT:

ST. CLAIR

. PRELIMINARY |:| CONSTRUCTION |:| RECORD

DRAWN BY: CHECKED BY: DATE:
SPK JRA AUGUST 2022
SCALE:

Know what's below. Call
72 hours before you dig.

UTILITY INFORMATION, AS SHOWN, INDICATES APPROXIMATE
LOCATIONS AND TYPES OF EXISTING FACILITIES ONLY, AS
DISCLOSED BY RECORDS PROVIDED TO THIS FIRM FROM THE
VARIOUS UTILITY COMPANIES. NO GUARANTEE IS GIVEN OR
IMPLIED AS TO THE COMPLETENESS OR ACCURACY THEREOF.

PRIOR TO CONSTRUCTION, ALL LOCATIONS AND DEPTHS OF
EXISTING OVERHEAD AND UNDERGROUND UTILITIES (IN
CONFLICT WITH THE CONSTRUCTION OF THESE PROPOSED
IMPROVEMENTS) SHALL BE VERIFIED IN THE FIELD.
DURING THE CONSTRUCTION, THE CONTRACTOR SHALL
PROTECT AND SUPPORT ALL UTILITIES THAT ARE
ENCOUNTERED. (ALL COSTS FOR UTILITY LOCATION
VERIFICATION, SUPPORT AND PROTECTION SHALL BE
INCLUDED IN THE PROPOSED PAY ITEM CONFLICTING WITH
THAT UTILITY).

DURING CONSTRUCTION, THE CONTRACTOR SHALL USE
EXTREME CAUTION WHEN OPERATING NEAR ANY AND ALL
OVERHEAD AND / OR BURIED UTILITIES.
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PARTITIONS GENERAL NOTES A\ \
ROO F P LAN N OT ES . / gll?"E}?FSII-\lrrSLI-IIEED ALUM. 8" CMU W/ BRICK AND HOR. REINF. @ 16" O.C., GROUT CORES SOLID W/ VERT BARS. ‘ ‘

1 GUTTER AND PAINT.
DOWNSPOUT
VENTILATION REQUIREMENT:
VENTED ATTIC AREA = 445 SQ. FT. ANDERSON’ ECKSTEIN AND
NET FREE AREA REQ'D = 1/150 = 432 SQ. IN. | PARTITION BUILT TIGHT TO UNDERSIDE OF STRUCTURE: 8" CMU AND HOR. REINF. @ WESTRICK INC
16" O.C., GROUT CORES SOLID W/ VERT BARS. PAINT. SEE WALL SECTION s :
RIDGE VENT: 13' LF (18 SQ. IN./LF) = 234 SQ. IN. CIVIL ENGINEERS SURVEYORS ARCHITECTS
SOFFIT: 3"x15"If (15 SQ. IN.) = 225 SQ. IN.
TOTAL = 458 SQ. IN.

= LINE OF CMU WALL
" BELow

’7___|
\\

SHINGLES OVER " PLY ENGINEERING STRONG COMMUNITIES
i WD.
o . — — _ _ _ _ __ __ __ ]
(e J©]
=0
oe
TIRG)
% n
< W
o g ACCESSORIES SCHEDULE
w2 RIDGE VENT
Wl = //_ 18 SQ. IN./LF FREE MK ITEM MANUFACTURER & MODEL
o
| = /| VENT AREA A | TOILET PAPER DISPENSER BOBRICK* B-2740
' ! B | S.S. HANDICAP GRAB BARS BOBRICK* B-5806
C | SOAP DISPENSER (SURF. MOUNT.) BOBRICK* B-306
D | SANITARY NAPKIN DISPOSAL BOBRICK* B-254
E | ELEC. HAND DRYER ASI 0198-MH
F | WASTER RECEPTACLE BOBRICK* B-277
G | BABY CHANGING STATION KOALA KARE* KB300-00
H | SS URINAL ACORN 1709HEU-W-1
| SS MIRROR, 18"x24" BOBRICK* B-1556 - __ _____ _ |
ICE SHIELD, EXTEND 24" J | DRINKING FOUNTAIN/BOTTLE FILLER | MURDOCK  A171-UG-VR-BF119
PAST OUTER FACE
| - EXTERIOR WALL, MIN. K |sssINK ACORN ELPS1
210" L |SSTOIET ACORN R2100
| NOTE: 1. ACCESSORIES TYPICAL EA. TOILET
L 2.* OR EQUAL
5" "K' STYLE
PRE-FINISHED ALUM.
GUTTER AND
DOWNSPOUT
. n ) n
v A101 / SCALE:  1/4"=1-0 06/19/2026 BID ISSUE
12'-4" 03/23/2026 OWNER REVIEW
NORTH 2/27/2026 OWNER REVIEW
10" 10" DATE SUBMITTALS/REVISIONS
108"
PROJECT NAME:
CEILING LEGEND 3 CONTINUOUS winoow N >t &Iﬁ\lllRE I:ITDA,:II;II(-I e
SEIE_-I_PIECE SOFFIT 6-0" AFF AN
A G
15 SQ. IN./LF FREE ®
T111 CEILING, PAINTED VENT AREA 5
E " ] /l/l'/\l || I l/ Il = = SHEET TITLE:
1x6 TOUGH AND GROOVE SOFFIT ]
] : | 1 GLASSBLOCK WINDOW FLOOR PLAN
] a', RESTROOM ~ ——T - y
— HVAC GRILLS AND . 100 /‘m
S| oo : il CEILING PLAN AND
48" SURFACE MOUNTED LIGHT FIXTURE = COOR WITH M101 S r Dl o
| = ® ROOF PLAN
[ |
— LAV
EXHAUST FAN ] T : 2 - FIRE EX.
1 %_/—"’" X % CLIENT:
N — B FURN. ST. CLAIR
x ATTIC ACCESS — ELEC e Y
7> —| HVAC GRILLS AND 9-4 ol D -~
T '(-:%%VRE\'?V?TH V101 2-0 8" MECH. RM T é'l'_\';AgiﬁCDé‘ [ PRELVINARY [T] CONSTRUCTION [ RECORD
] - c H : 102 c DRAWN BY: CHECKED BY: DATE:
CEILING FINISH SECURED TO %" PLYWOOD W/ 4" P—— — 7 % 'R SUMP @ it ' ' :
RIGID INSULATION SECURED TO PLYWOOD AND | | | | | | | ] 3 Q © . PIT FD Q SPK JRA JUNE 2026
6" OF BATT INSULATION W/ KRAFT PAPER GLUED 11 - A301 ' SCALE:
WOOD BAFFLE TO RIGID INSUL. (WITH FOAM GLUE). ASSEMBLY [8-11"HT. | —| __——ATTIC HATCH BOTTLE |
AROUND ENTIRE EQ. TO MIN. R:38 | FILLER :|
PERIMETER ] W/ LOW 1
] EQUNTAIN H.W.
| —]| __——T111 CEILING, PAINTED , HEATER]
‘ R TYP. E ‘— R ®
T ] < ') ® ' :: Know what's below. Call
BRI = s = e ] 72 hours before you
i ] 10 ours bhefore you dig.
= — — 1x6 T & G BD. SOFFIT I i
BOT. CHORD — PAINTED m | 1A L
TRUSS = TYP. A301 5 L | ]
WOOD TRIM WEATHERSTRIPPE __— | ] g —- @ g UTILITY INFORMATION, AS SHOWN, INDICATES APPROXIMATE
PERIMETER THT — = D LOCATIONS AND TYPES OF EXISTING FACILITIES ONLY, AS
. 8- -] — ) DISCLOSED BY RECORDS PROVIDED TO THIS FIRM FROM THE
(2)2P éﬁ?NG . ¥ RESTROOM VARIOUS UTILITY COMPANIES. NO GUARANTEE IS GIVEN OR
. ® 101 IMPLIED AS TO THE COMPLETENESS OR ACCURACY THEREOF.
] — 2 PRIOR TO CONSTRUCTION, ALL LOCATIONS AND DEPTHS OF
ATTlC HATCH DETA'L ] " CONTINUOUS : nee | ————] EXISTING OVERHEAD AND UNDERGROUND UTILITIES (IN
— N < | ) CONFLICT WITH THE CONSTRUCTION OF THESE PROPOSED
SCALE: NTS == SEETP'ECE SOFFIT - I PR — A IMPROVEMENTS) SHALL BE VERIFIED IN THE FIELD.
: - 15 SQ. INJLF EREE b DURING THE CONSTRUCTION, THE CONTRACTOR SHALL
- IN. ® PROTECT AND SUPPORT ALL UTILITIES THAT ARE
VENT AREA ENCOUNTERED. (ALL COSTS FOR UTILITY LOCATION
34" 54" 34" VERIFICATION, SUPPORT AND PROTECTION SHALL BE
INCLUDED IN THE PROPOSED PAY ITEM CONFLICTING WITH
GLASS BLOCK—]
WINDOW 13-4" THAT UTILITY).
6-0" AFF DURING CONSTRUCTION, THE CONTRACTOR SHALL USE

EXTREME CAUTION WHEN OPERATING NEAR ANY AND ALL
OVERHEAD AND / OR BURIED UTILITIES.

PROJECT NO.

0186-0282

M:1018610186-0282\CAD\DRAWINGS\CONSTRUCTION\ARCHIARCHSHEETS_IRRIGATION EQUIPMENT.DWG
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4 / 2\ REFLECTED CEILING PLAN 4/ 1\ FLOOR PLAN
W \ A101 /SCALE:  1/4"=1-0" W\ A101 /scalE:  1/4'=1-0"
NORTH U NORTH U A1 O 1
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ANDERSON, ECKSTEIN AND
WESTRICK, INC.

CIVIL ENGINEERS SURVEYORS ARCHITECTS

SHINGLE ROOFING

\ EIFS WOOD SYSTEM

Mi»- \ WALL PACK LIGHT FIXTURE

FIBER CEMENT TRIM BOARD, TYP

ENGINEERING STRONG COMMUNITIES

|

|

i PRE-FINISHED METAL LOUVER

H’  SEE M101 FOR SIZE e —
EIFS WOOD SYSTEM

—————— EIFSSYSTEM

| \
L RFP DOOR W/ ALUM. FRAME

Il

CAST STONE CAP

P —
j BRICK VENEER
RADIUS = 22'-2"

S.S. DRINKING FOUNTAIN AND
BOTTLE FILL STATION

(SEE SCHEDULE ON MEP PLAN)
13'-4"

/"1 NORTH ELEVATION

A201 /SCALE:  1/4"=1-0"

\

\ —a—

N ] ~—__—_——————— FIBER CEMENT TRIM BOARD, TYP 1—|—|- -1-|-|
I I | I
| | | | || || | 06/19/2026 BID ISSUE
| 4 Il il l | 03/23/2026 OWNER REVIEW
|| [ GLASS BLOCK WINDOW K || 02/24/2026 OWNER REVIEW
| - | |
|| \ H'\ _ " ||/Et ||| DATE SUBMITTALS/REVISIONS
| EIFS WOOD SYSTEM | |
| | | |/ | | PROJECT NAME:
i \ I i H

EIFS SILL

6'-0[

? ST. CLAIR TRAIL HUB

PALMER PARK

|

BRICK VENEER

SHEET TITLE:

ELEVATIONS
/"3 WEST ELEVATION 2"\ EAST ELEVATION

A201 / SCALE:  1/4"=1'-0" AD01 / SCALE. _ 1/4"=10"

D

CLIENT:

ST. CLAIR

. PRELIMINARY |:| CONSTRUCTION |:| RECORD

DRAWN BY: CHECKED BY: DATE:
SPK JRA JUNE 2026
SCALE:

STANDING SEAM METAL ROOFING
Know what's below. Call
72 hours before you dig.

PRE-FINISHED METAL LOUVER

SEE M101 FOR SIZE

UTILITY INFORMATION, AS SHOWN, INDICATES APPROXIMATE
FIBER CEMENT TRIM BOARD, TYP LOCATIONS AND TYPES OF EXISTING FACILITIES ONLY, AS
DISCLOSED BY RECORDS PROVIDED TO THIS FIRM FROM THE

|
HJ\ VARIOUS UTILITY COMPANIES. NO GUARANTEE IS GIVEN OR
l WALL PACK LIGHT FIXTURE IMPLIED AS TO THE COMPLETENESS OR ACCURACY THEREOF.

l~( PRIOR TO CONSTRUCTION, ALL LOCATIONS AND DEPTHS OF
| EXISTING OVERHEAD AND UNDERGROUND UTILITIES (IN
~—_] ' CONFLICT WITH THE CONSTRUCTION OF THESE PROPOSED

| IMPROVEMENTS) SHALL BE VERIFIED IN THE FIELD.
EIFS WOOD SYSTEM DURING THE CONSTRUCTION, THE CONTRACTOR SHALL
- = ] PROTECT AND SUPPORT ALL UTILITIES THAT ARE
ENCOUNTERED. (ALL COSTS FOR UTILITY LOCATION
VERIFICATION, SUPPORT AND PROTECTION SHALL BE
INCLUDED IN THE PROPOSED PAY ITEM CONFLICTING WITH

EIFS SYSTEM THAT UTILITY).
\ CAST STONE CAP DURING CONSTRUCTION, THE CONTRACTOR SHALL USE
—— EXTREME CAUTION WHEN OPERATING NEAR ANY AND ALL
RFP DOOR W/ ALUM. FRAME OVERHEAD AND / OR BURIED UTILITIES.
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/4™ SOUTH ELEVATION

A201 / SCALE:  1/4"=1'-0" A201
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